
774m² of gravel (permeable)
for driveway and parking

24m² of new permeable
paving patio or deck

27m² of new permeable
paving patio or deck

36.4m²
permeable
paving

2.75 hectares overall site area

1288m² non permeable surface including; existing structures and
concrete areas (no change from existing and in other part of site
unrelated to barn conversion)

2.62 hectares of permeable surfacing, (no change from existing)
including; grass, planting, gravel and permeable paving areas

Rainfall intensity of 0.014 Litres/ second to be assumed under
normal situations. With an additional 40% (0.0056 Litres/
second) for example in a 1 in 100 year event; (0.0196Litres/
second). Assuming 24 hours continuous rainfall; (1,693 Litres)

Surface water from roofs to discharge via rainwater pipes at
each corner into 8 No. 300 Litre water butts should be able to
attenuate 2400 Litres for garden watering, with overflow to
greywater recycling to be used for flushing toilets discharging to
Klargester.

Additional emergency overflow from greywater tank (prior to use
for flushing) to discharge into existing ditch via Althon Swale Inlet
(or similar) see detail sheet for further information.

2.75 hectares overall site area

1288m² non permeable surface including;
existing structures and concrete areas

2.62 hectares of permeable surfacing, including;
grass, planting and gravel areas

Existing gravel (permeable)
for driveway and parking

Existing gravel (permeable)
for driveway and parking

Existing
impermeable
concrete
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