
Existing roof structure and coverings to be 
removed; to be replaced

Existing rainwater gutters and downpipes to 
be removed; to be replaced

Note : Roof coverings to be removed
and reinstated, to allow renovation of

existing timber frame structure
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Coach House & Shed-Ground Floor-Demolition
Scale: 1:1001

Existing garage doors to be removed and 
opening to be infilled

Existing fenestration to be removed; to be 
replaced

Existing fenestration to be removed; opening 
to be infilled.

Existing fenestration to be removed; to be 
replaced.

Existing internal partitions, internal door and 
sanitary fittings to be removed

Existing fenestration to be removed; to be 
replaced.

New opening to be formed in existing external 
wall.

Existing opening to be widened, fenestration 
to be removed and replaced.

Existing opening to be widened, fenestration 
to be removed and replaced.

New opening to be formed in existing internal 
wall

Existing fenestration to be removed; to be 
replaced

Existing internal door to be removed; opening 
to be infilled.

Existing internal staircase to be removed; to 
be relocated.

New opening to be formed in existing internal 
wall

Existing fenestration to be removed; to be 
replaced.

Existing external fence/structure to be 
removed

Existing fenestration to be removed; opening 
to be retained fitted with internal door.

New opening to be formed in existing external 
wall. 

Existing timber boarding to be removed and 
replaced with new timber boarding the match 
existing.

Existing pitched roof coverings to be removed 
to allow repairs and restoration of roof 
structure, where possible existing tiles and 
other materials are to be re-used.

New opening to be formed in existing 
masonry wall - openings to be formed 
between existing timber columns/brick bases 
which are visible externally. 
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Coach House & Shed-First Floor-Demolition
Scale: 1:1002

Existing fenestration to be removed; to be 
replaced

Existing fenestration to be removed; opening 
to be infilled.

Existing fenestration to be removed; to be 
replaced.

Existing internal partitions, internal door and 
sanitary fittings to be removed

Existing fenestration to be removed; to be 
replaced.

New opening to be formed in existing internal 
wall.

Exisrting internal door to be removed and 
existing opening in internal wall to be infilled.

Existing internal staircase to be removed; to 
be relocated.

Existing fenestration to be removed; to be 
replaced.

Existing external fence/structure to be 
removed

Existing fenestration to be removed; to be 
replaced

Existing fenestration to be removed; to be 
replaced.

New opening to be formed in existing internal 
wall.

Existing fenestration to be removed; to be 
replaced.

Existing internal partitions, internal door  to be 
removed

Existing pitched roof coverings to be removed 
to allow repairs and restoration of roof 
structure, where possible existing tiles and 
other materials are to be re-used.

Note : Roof coverings to be removed
and reinstated, to allow renovation of

existing timber frame structure

Coach House & Shed-Roof Plan-Demolition
Scale: 1:1003

Existing external fence/structure to be 
removed

Existing pitched roof coverings to be removed 
to allow repairs and restoration of roof 
structure, where possible existing tiles and 
other materials are to be re-used.

Note : Roof coverings to be removed
and reinstated, to allow renovation of

existing timber frame structure

Coach House & Shed-East Elevation-Demolition
Scale: 1:1005

Existing fenestration to be removed; 
existing opening to be infilled

Existing fenestration to be removed; 
opening to be infilled

Existing garage doors to be 
removed; opening to be infilled

Existing external fence/structure to 
be removedExisting rainwater gutters 

and downpipes to be 
removed; to be replaced

Existing external SVP to be removedExisting fenestration to be 
removed; to be replaced. 
Existing opening to be increased 
(cill level reduced)

Existing fenestration to be removed; to be 
replaced.

Existing fenestration to be 
removed; to be replaced.

Existing fenestration to be removed; opening 
to be infilled

Existing external light 
fitting to be removed

Existing external light fitting to be removed

Coach House & Shed-North Elevation-Demolition
Scale: 1:1006

Existing external light fitting to be 
removed

Existing external light fitting to be 
removed

Existing vent to be removed

Existing rainwater gutters and 
downpipes to be removed; to be 
replaced.

Existing fenestration to be removed; 
opening to be infilled

New opening to be formed in 
existing external wall

Existing fenestration to be 
removed; to be replaced

Existing SVP stack to be removed

Coach House & Shed-West Elevation-Demolition
Scale: 1:1007

Existing fenestration to be 
removed and existing openings to 
be widened; fenestration to be 
replaced.

Existing fenestration to be 
removed; to be replaced. 
Existing opening to be increased 

Existing external vent to be removed; 
opening to be infilled

Existing fenestration to be removed; 
to be replaced with internal door 
forming internal opening

Existing external fence/structure to be 
removed

Existing rainwater gutters and 
downpipes to be removed; to be 
replaced

Existing external SVP to be removed

Existing fenestration to be removed; 
opening to be infilled

Existing fenestration to be removed; to be 
replaced.

New opening to be formed in existing external 
wall

Coach House & Shed-South Elevation-Demolition
Scale: 1:1008

Existing fenestration to be removed; to be 
replaced. Existing opening to be increased

Existing external light fitting to be removed

Existing external light fitting to be removed

Existing rainwater gutters and downpipes to 
be removed; to be replaced.

Existing roof coverings and roof structure to 
be retained - existing roof coverings to be 
removed and reinstated.

Existing rainwater gutters and downpipes to 
be removed; to be replaced

Existing external fence/structure to be 
removed

Existing timber framed structure to be 
retained and restored, existing timber 
boarding to be removed and replaced with 
new to match existing.

Note : Roof coverings to be removed
and reinstated, to allow renovation of

existing timber frame structure

Note : Timber cladding boards to be
removed and replaced, to allow

renovation of existing timber framed
structure

Demolition Legend

Proposed external/internal walls to be demolished

Existing external/internal walls to be retained
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