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NOTES
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Do not scale from the drawing

2. All levels shown are in meters Above Ordnance
Datum (AOD) unless stated otherwise

3. This drawing is based upon topographical
information by 40Seven, drawing 1520 _P_Rev C
dated August 2018

4. Ordnance Survey, (©) Crown copyright 2023. All
rights reserved. Licence number 0100031673.

5. ltis the responsibility of the Contractor to confirm
existing levels of the adjoining phases, e.g.
Eastern and Western Bridge Link Road prior to
commencement

6. Highway design remains subject to Section 38
Technical Approval by Highway Authority

7. This general arrangement is not to be used for
construction. It is a composite drawing showing
the spatial relationship between the proposed
and existing features.

8. This drawing should be read in conjunction with
all relevant documentation, drawings and
standard details.

9. The design has been developed and agreed
through consultation with the the relevant
authorities (Highways and Planning).

10. In accordance with the CDM regulations residual
risks of significance are indicated on the General
Arrangement drawing only by means of a hazard
triangle with appropriate note.

11. Information regarding the location and depth of
existing services cannot be guaranteed by the
Statutory Undertaker.

12. The Contractor shall conduct the works with due
regard to the ecological and environmental
requirements of the scheme.

13. The Contractor shall take such steps to
safeguard against contamination of local
watercourses.

14. Conflicting information shown on the Engineer's
drawings or discrepancies between the
information given by the Engineer and that
provided by others must be referred to the
Engineer before the works commence.

15. Dimensions shall not be scaled from this drawing.
All dimensions shown are in metres.

16. Temporary works design associated with the
Construction of the works shall be responsibility
of the contractor.

17. Calculations and drawings of all Contractor
designed items shall be submitted to the
Engineer for comments / approvals no less than
10 days prior to construction. Any comments
made by the Engineer do not absolve the
Contractor of his design responsibilities.

18. The Contractor shall maintain free and open
access to public highway and adjacent lands at
all times during the course of the works unless
otherwise agreed in writing with the interested
parties.

19. The Contractor shall be responsible for the

design of all traffic management proposals &

phasing. Such details shall be submitted to the
local highway authority for approval prior to the
start of the works. The Contractor shall be

responsible for all associated costs and orders.
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