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RH PROPOSED REPTILE HIBERNACULA

PROPOSED LOG PILES

PROPOSED BAT BOXES

PROPOSED SPARROW TERRACES

PROPOSED HEDGEHOG DOMES

PROPOSED INVERTEBRATE BOXES

PROPOSED GENERAL BIRD BOXES

BOUNDARY LINE

KEY TO SYMBOLS

PROPOSED EM3 SPECIAL GENERAL PURPOSE
MEADOW MIXTURE
AVAILABLE FROM EMORSGATE OR EQUIVALENT
APPROVED.  (Refer to soft landscaping proposals)

PERENNIAL PLANTING MIX
(Refer to soft landscaping proposals)

EXISTING VEGETATION TO REMAIN
(Refer to soft landscaping proposals)

PROPOSED HEDGE PLANTING
(Refer to soft landscaping proposals)

PROPOSED PERGOLAS
(refer to landscape proposals)

ELECTRIC VEHICLE CHARGING POINT
(arrow indicates number of points)

PROPOSED EH1 HEDGEROW MIXTURE
AVAILABLE FROM EMORSGATE OR EQUIVALENT
APPROVED
(Refer to soft landscaping proposals)

1.8m HIGH CLOSE BOARDED TIMBER FENCE
Fence to include lockable timber gates as indicated in plan.

PROPOSED EL1 FLOWERING LAWN MIXTURE
AVAILABLE FROM EMORSGATE OR EQUIVALENT
APPROVED
(Refer to soft landscaping proposals)

PROPOSED AMENITY LAWN
FINE LAWN BY LOCAL SUPPLIER
(Refer to soft landscaping proposals)

DRAINAGE CHANNEL
(refer to drainage drawing)

EXISTING TREES TO BE REMOVED
(refer to Arboricultural Report and Site Access drawings)

EXISTING TREES
(refer to Arboricultural Report for Trees colour references)

PROPOSED TREE

PROPOSED SHRUB

LAVENDULA HEDGE
(Refer to soft landscaping proposals)

PROPOSED VEHICULAR MACADAM
(refer to hard landscaping drawing)

RESIN BOUND GRAVEL
SIZE: 6mm - COLOUR: BARLEY BUTTER
AVAILABLE FROM: SURESET OR EQUIVALENT
(refer to hard landscaping drawing)

TEGULA PAVING - COLOUR: TRADITIONAL
SIZE: 160 x 120, 160 x 160 x, 240 x 160 x 60mm
SPECIFICATION: LAID STRETCHER BOND
(refer to hard landscaping drawing)

KEYBLOCK PAVING - SIZE: 200 x 100 x 80mm
COLOUR: BRINDLE
SPECIFICATION: LAID HERRINGBONE BOND
KEYBLOCK MARKER : CHARCOAL
(refer to hard landscaping drawing)

KEY BLOCK - Size: 200 x 100 x 80mm
COLOUR: CHARCOAL
SPECIFICATION: LAID HERRINGBONE
(refer to hard landscaping drawing)

KERB EDGINGS (varous colours)
(refer to hard landscaping drawing)

SIGN POST - BLUE BADGE PARKING

FLAG POLES TO SITE ENTRANCE
(final positions to be agreed on site)

POWER, LIGHT AND EXTERNAL SIGNAGE
TO SITE ENTRANCE
(final positions to be agreed on site)
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FOR HIGHWAYS WORKS OUTSIDE
OF THE CARE HOME BOUNDARY
(inc. tactile paving, lighting, drainage,
signage etc) REFER TO THE S184
DRAWING PACKAGE PRODUCED
BY PETER EVANS PARTNERSHIP
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In accordance with Approved Document B,
Volume 2: Buildings other than dwellings, within
'Section 15: Vehicle access' of 'Requirement B5:
Access and facilities for the fire service', Table
15.1 'Fire and rescue service vehicle access to
buildings not fitted with fire mains' states that
based on the below applicable criteria, the
following must be applied:

Total floor area of building (m2): 2000-8000
Height of floor of top storey above ground (m2):
Up to 11
Provide vehicle access to: 15% of perimeter
Type of appliance: Pump

Building perimeter = 232.84m
15% of perimeter = 34.93m

Length of access road:
C to D = 35.68m

Ratio of building perimeter to access road =
(35.68 / 232.84) * 100 = 15.32%
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63m APPROX FROM FIRE HYDRANT

NEW FIRE
HYDRANT

Checked by

Boutique Care Homes

MH

Client

Land at Kings Way, Burgess Hill, RH15 0XPProject

Site Plan - Fire AccessTitle
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Project No. L213

Date June 2023 Drawn by LH
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Rev. Note: Date.

Notes:

This drawing is to be read in conjunction with all other relevant architectural drawings.

Drawing not to be scaled, use figured dimensions only. All dimensions to be checked on site by
the contractor prior to the commencement of any work or specialist production drawing. Any
discrepancies to be notified to Hay Associates and further instructions obtained before work is
commenced.
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Thorpe Park
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NOTE:
FOR HARD & SOFT LANDSCAPING
PROPOSALS REFER TO TIM MOYA
ASSOCIATES SPECIFICATION AND
DRAWINGS.

A FIRE HYDRANT INFORMATION ADDED 02.05.2024
B ACCESS ROAD CALCULATION UPDATED 05.06.2024
C FIRE HYDRANT LOCATION UPDATED TO SITE INSTALL 12.08.2025
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