It is essential that new drainage associated with the development is
laid from the outfall(s) into the site. This is essential fo avoid unforeseen
obstructions where encountered (such as services). If the drainage is
laid from the site out to the outfall it can result in significant abortive
works to relay and overcome such obstructions.

Location of Public Sewers have been taken from record drawings
which should be fully substantiated by the contractor prior to
commencing works on site

All manholes covers located within carriageways shall have no slip
covers fo prevent motorcycles/cycles losing control

Manhole schedules - Invert level shown related to the deepest pipe
within the chamber

All adoptable drainage works to follow the requirements of
Water UK - Design and Construction Guide (DCG).
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/ \\ DISCLAIMER NOTES:
m 1. THIS DOCUMENT IS COPYRIGHT OF QED STRUCTURES AND MUST
[ - BE TREATED AS CONFIDENTIAL.

1. This drawing shall be read in conjunction with the civil engineering specification, 15.  All below ground connections are to match above ground ouflet size, minimum // AN 2. THIS DOCUMENT MUST NOT BE ALTERED, REPRODUCED OR
and all relevant Architect's and Engineer's drawings. @100mm. SVPs are to project 100mm above finished floor level. \ ) / ’ A\ DISTRIBUTED WITHOUT PRIOR WRITTEN CONSENT OF QED

2. This document must not be altered, reproduced or distributed without prior written 16. Al internal manholes and inspection chambers to have double sealed recessed N 7 \ STRUCTURES. QED STRUCTURES ACCEPTS NO RESPONSIBILITY FOR
consent of the originator. covers fo suit floor finishes as defined by the Architect. S J ANY DISCREPANCIES ARISING AS A RESULT OF THE ORIGINAL

3. Do not scale from this document - use figured dimensions only. All dimensions must 17.  All external covers in non-asphalt areas are to have recessed covers to suit the . / INFORMATION BEING ALTERED BY OTHERS.
be checked on site prior to commencement of any related works. paving material. N / 05 0 05 1 15 9 25 3. QED STRUCTURES ACCEPTS NO RESPONSIBILITY FOR THE

4.  Contractor to provide and have an approved method statement prior fo works 18. A CCTV survey and report in WINCAN format for all new drainage will be required ~ o ; ; . ! ACCURACY OF BACKGROUND INFORMATION PRODUCED BY

: : ) ' , ) : " Doy 1o.'as bult drowing being fssued 9 - gﬂm I ‘ THIRD PARTIES - THIS MUST BE TREATED AS INDICATIVE ONLY.

5. A]I setting ' out to be in accordance with the ' Archl’rec’rs. drawings.  Any prior 10 U : 9 ? g Issued. ' ' : m 4. THE DOCUMENT STATUS "INFORMATION" OR "PRELIMINARY"
discrepancies between QED Structures and the Architects drawings fo be referred 19. The Confractor is responsible for the fraffic safety and management associated INDICATES THAT THE DRAWING IS FOR REFERENCE PURPOSES
to the Architect before proceeding. Dimensions must not be scaled. with the construction of the works. Works will not commence on the existing I.OWER GROUND FI.OOR ONLY. QED STRUCTURES ACCEPTS NO RESPONSIBILITY FOR THE

6. Alllevels are in metres above ordnance datum. highway unfil their fraffic management proposals have been agreed with Highway COMPLETENESS OF INFORMATION UNDER THIS STATUS.

7. The Contractor is to comply full with CDM regulations in the course of constructing Authority. 5. THE DOCUMENTS STATUS "RECORD" OR "AS-BUILT" HAS BEEN
the works. 20. Where the works involve the obstruction of a footway, the Contractor will provide PREPARED, IN PART, BASED UPON INFORMATION FURNISHED BY

8. At the commencement of the works, the Contractor is to carry out frial pits and an alfemative safe footway properly signed, guarded and fit. OTHERS. WHILE THIS INFORMATION IS BELIEVED TO BE RELIABLE,
licise with utility companies in order to establish the exact position of all existing 21. Where one-way fraffic is unavoidable, traffic will be controlled by a proper system QED STRUCTURES ACCEPTS NO RESPONSIBILITY FOR THE
utility plant in the vicinity of the works and take adequate precautions for their of vehicle-actuated traffic signals or manual stop / go signs and during the hours of ACCURACY OF THIS "RECORD" OR "AS-BUILT' DOCUMENT OF ANY
protection. darkness, by a proper system of vehicle-actuated traffic signals, all to the approval ERRORS OR OMISSIONS THAT MAY HAVE BEEN INCORPORATED

9. The Contractor is o refer to Health and Safety Executive Note 47 - Avoiding Danger of Highway Authority. INTO IT AS A RESULT OF INCORRECT INFORMATION PROVIDED TO
from Underground Services' and 'Document G56 - Avoiding Danger from Overhead 22. 65mm Minimum thickness tactile paving, coloured buff will be incorporated at all QED STRUCTURES. THOSE RELYING ON "AS-BUILT" INFORMATION
Electric Lines.' pedestrian crossings in accordance with the Department for Transport and Regions QEEC’SEXEE(D TO OBTAIN INDEPENDENT REIFICATION OF ITS

10.  Works on or adjacent to existing public highway will be executed in accordance document "Guidance on the Use of Tactile Paving Surfaces.” (DETR No. 1998) |
with the Traffic Safety Code for Road Works and Traffic Signs Manual: Chapter 8. 23.  Allsigns and rogd morkings will be in accordance with the "Traffic Signs Regulations 6. E)TSE?E?&Y\}?%IEL?OT TO BE SCALED, WORK FROM GIVEN

11. The Contractor will ascertain the CBR value of the subgrade in order fo defermine and General Directions 2016". {TSRGD 2016} . 7. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
the required sub-base / capping thickness. Prior to laying any material, the 24. All excavation and backfiling work in the existing highway to be in accordance RELEVANT ARCHITECTS, SERVICE ENGINEERS, SPECIALISTS, QED
subgrade must be inspected and any soft spots removed and filled with 6F2 with the provisions of the New Street Works Act 1991 or that specified on the STRUCTURES DRAWINGS, SPECIFICATIONS AND BILL OF
capping material. working drawings. QUANTITIES.

12. Prior o the construction of any drainage works, the Contractor is to confirm the 25. AII highways works fo be corrigd qut in occordgnce with Highwoy Agfhorify's 8. ANY DISCREPANCIES OR VARIATIONS ARE TO BE REPORTED
invert levels of existing manholes, drains and sewers. Any variations from the highway standards, to the safisfaction of the Highway Authority Section 278 IMMEDIATELY TO QED STRUCTURES FOR CLARIFICATION BEFORE
designed levels shown on the drawings must be reported to the Drainage Engineer Inspector and in accordance with the Specification for Highway Works. THE AFFECTED WORK COMMENCES.
in advance of construction works commencing. All new sewers and drains are to 26. Gullies, gully connections, drains, manholes, catch pit, soakaways, headwalls and 9.  ALL DIMENSIONS ARE TO BE CHECKED ON SITE, ANY
be laid in sequence starting from the outfall location. other drainage sfructures intended fo convey only highway water are to be DISCREPANCIES RE TO BE REPORTED IMMEDIATELY TO QED

13. Al drainage to be insfalled in accordance with relevant Building Regulation constructed in accordance with the specification of Highway Authority and to the STRUCTURES FOR CLARIFICATION BEFORE THE AFFECTED WORK
documents and current Sewage Sector Guidance. Connections fo public sewers satisfaction of the Highway Inspector. COMMENCES
are to be agreed and inspected by the Water Authority. 27. Where existing junctions and accesses are to remain in operation within the works 10. THE CONTRACTOR IS RESPONSIBLE FOR ALL TEMPORARY WORKS

13. All drain and sewer pipes are @100mm and laid soffit fo soffit, unless shown during the construction process, the Contractor will ensure that access to these i AND FOR THE STABILITY OF THE WORKS IN PROGRESS
otherwise. units remains available at all imes. Cellular Attenuation Tank

14. Invert to base of soil stack bends to be 450mm below lowest branch connection for 28. Highways in the vicinity of the works must be kept free from mud, debris and dust Foul routed fo SVP gze- - 6'0;2;: 5éOm x0.4m
up fo three storey buildings; for buildings up o five storeys, the invert fo the base of faling from vehicles or wheels of vehicles connected with the works. Where the Roddable SVP required, foavalastarwel | Cover Level | =47.150m ,
soil stack bends should not be less than 750mm. All foul and surface water deposits of debris and mud are unavoidable, warning signs must be displayed due to change in direction roadable access T t Crat —46'550
drainage stacks are to have above ground rodding access. Refer to above whilst work is in progress and affected carriageways / footways must be regularly required to allow op of Crate =46. —

round drainage layout(s) by others cleaned. ensuite connection - Base of crate =46.150m
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Flow control chamber Package Pumping Station Exceedance route I
Existing Foul chamber Crifice Plate: 20mm SW MAC FW MAC EW PPIC FW PPIC Chamber: @1200mm Existing exceedance route §
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Allow for reconstruction IL: 47.14 (150) IL: 46.10 |
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