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Lighting: Vapour-proof soffit mounted IP65 Recessed Downlight - not 
elevationally visible:( to use 7w LED bulbs)

MANIFESTATION: 50mm diameter 
applied disk manifestation at 100mm 
centres, 1500 and 900 high above ffl in 
those areas required to prevent against 
accidental injury caused by collision with 
glazed surfaces.

L
CRITICAL GLAZING LOCATION:   
Toughened or laminated glass to BS 
6206 to satisfy the requirements of safe 
breakage.

MAINTENANCE AND ACCESS:

ROOF:
Single ply covering designed to be maintenance free for the projected 
lifespan of the building. Maintenance access is required for the 
continuous access to and maintenance of the PV. Fall Restraint Line 
Safety System is required.

HATCH ACCESS:
Access via Bilco access hatch with fold down ladder and extending 
vertical pole & ‘mandatory & prohibition notices’ to the inside of the 
hatch.

Roof surface slippery when wet.  Exercise due care when 
accessing, egressing and walking on roofing membrane in 
particular to those surfaces in proximity to deciduous trees.

PV ARRAY:
When installed to be by specialist & maintenance free. Access for 
inspection / cleaning via access hatch to designated area. Access 
between panels via Fleet LD ‘non slip’coating to be applied to the 
centre of all walkways.
NO ACCESS ALLOWED WITHIN 2M OF ROOF EDGE.

GUTTERING AND RAINWATER DRAINAGE:
To be cleared and maintained using long reach equipment operated 
from ground level only. 

SUNPIPES AND ROOFLIGHTS:
Periodic cleaning undertaken using long arm
poles from tower scaffold or mobile access platform. Rooflights can 
also be cleaned internally. Where access is required and no Restraint 
Line safety system is installed, relevant building area must be fully 
scaffolded to prevent risk of injury from falls from height.

WINDOW CLEANING:
All windows to be cleaned with a water hose pole cleaning system 
operated from ground level only
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Pergola structure made from laminated
timber profiles on a steel RHS structure
with RAL7016 powder coated finish.

External area laid to accessible
incline levels as detailed

25mm standing seam sheet metal
cladding to RAL7016 surface finish
to all soffits and fascias.

Sheet metal screen opening framing
piers to RAL7016 surface finish.

Western Red Cedar
timber cladding.

RAL7016 powder coated
aluminium windows and doors.

Security steel roller shutter housing
to RAL7016 surface finish.

Security steel roller shutter housing
to RAL7016 surface finish.

Pergola structure made from laminated
timber profiles on a steel RHS structure
with RAL7016 powder coated finish.

Blue engineering brick plinth
with final canted course, up
to structural floor level.

Seating area to detailed
specification / procurement.

Security steel roller shutter housing
to RAL7016 surface finish.

Pergola structure made from laminated
timber profiles on a steel RHS structure
with RAL7016 powder coated finish.

PV system on proprietary fixing
structure to specialist installation.

Alwitra Evalon single ply roofing
membrane, colour grey.

Pergola structure made from laminated
timber profiles on a steel RHS structure
with RAL7016 powder coated finish.

Sun light tube Pergola structure made from laminated
timber profiles on a steel RHS structure
with RAL7016 powder coated finish.

Blue engineering brick plinth
with final canted course, up
to structural floor level.

Seating area to detailed
specification / procurement.

Mitsubishi Air Source condenser unit (factory finish)
with protective guard, powder coated to RAL7016 to
match screen's finish (note placement is indicative
and subject to alteration by specialist)

Back uPVC rainwater goods Security steel roller shutter housing
to RAL7016 surface finish.

RAL7016 powder coated
aluminium windows and doors.

Pergola structure made from laminated
timber profiles on a steel RHS structure
with RAL7016 powder coated finish.

Western Red Cedar
timber cladding.

Black emergency luminaire
Dextra Opus L39 AS E3 BL

Pergola structure made from laminated
timber profiles on a steel RHS structure
with RAL7016 powder coated finish.

Blue engineering brick plinth
with final canted course, up
to structural floor level.

PV system on proprietary fixing
structure to specialist installation.

Western Red Cedar
timber cladding.

25mm standing seam sheet metal
cladding to RAL7016 surface finish
to all soffits and fascias.

Black emergency luminaire
Dextra Opus L39 AS E3 BL

Pergola structure made from laminated
timber profiles on a steel RHS structure
with RAL7016 powder coated finish.

Sun light tube

RAL7016 powder coated
aluminium windows and doors.

Mitsubishi Air Source condenser unit (factory finish)
with protective guard, powder coated to RAL7016 to

match screen's finish (note placement is indicative
and subject to alteration by specialist)

Pergola structure made from laminated
timber profiles on a steel RHS structure

with RAL7016 powder coated finish.

Sheet metal screen opening framing
piers to RAL7016 surface finish.

Black emergency luminaire
Dextra Opus L39 AS E3 BL

Sheet metal screen opening framing
piers to RAL7016 surface finish.

Western Red Cedar
timber cladding.

PV system on proprietary fixing
structure to specialist installation.

Pergola structure made from laminated
timber profiles on a steel RHS structure
with RAL7016 powder coated finish.

Security steel roller shutter housing
to RAL7016 surface finish.

RAL7016 powder coated
aluminium windows and doors.

25mm standing seam sheet metal
cladding to RAL7016 surface finish
to all soffits and fascias.

Blue engineering brick plinth
with final canted course, up
to structural floor level.
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