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removed, existing timber
structure braced and propped.
New foundations and masonry
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weatherboarding retained

Trees to be removed

Lean-to element retained and repaired. Stone and masonry
piers supporting suspended floor structure rebuilt where
collapsing. Using existing stones on deeper footings, depth

within proposed bedroom TBC following trial hole investigation.
A Exg suspended structural floor repaired where rotten to
New opening link between 1 V\]all include repairs to exg timber floor joists and floor boards.
lean-to and stable element. e O Exg floor level retained and floor insulated to underside
Existing studs cut short with ['_T_-I T ne around exg maosnry piers and between exg
new lintel to form opening. y] floor joists.
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openings withir] rebuilt i Tle—l.)t.eam retained within bedroom, new
cat-slide 1oof. 1 partition wall set behind beam..Ewdence
L that granary was previously divided to form
I . 1400 . feed and tack areas.
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Bedroom

Exg modern window removed

| Exg fodder hatch between lean

to and stable retained

Existing door opening replaced
with full height crittal glazed
door.
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'/ Living Space

FL 72.01

eiling up
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New window in
new opening.

Existing timber structure retained and
repaired, all main vertical framing and tie
beams exposed internally
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Existing cladding to be removed. N/evV
insulation to be applied over timber-ffame.
Reclad in replacwmtherboaldmg

HExisting door and window
opening removed and
replaced with one new
window opening

New french doors with side panels within
existing bamn doors opening. Barn styled
overdoor externally. Existing wall plates

Existing modern weatherboarding to lean to
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and stable be removed. New insulation to
applied over timber frame. Reclad in
replacement weatherboarding.
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1] Existing low level rendered masonry
| partition wall retained with timber
1 coxstruction formed above
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| Non-original 'under-built' brickwork removed as
|1 per the structural engineers recommendation.
. Timber frame reintroduced and insulated and
" ! overclad in timber cladding to match above.

|
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" Existing window opening replaced with
new single glazed window unit.

Existing door opening replaced with
new glazed door unit. Barn styled
overdoor externally.

/ Existing low level rendered masonry
partition wall retained with timber

construction formed above. New door
inserted into modified existing opening.

Non-original 'under-built' brickwork

New glazed entrance lobby to replace
modern stable door. Barn styled overdoor
externally for aesthetic decoration.

Existing cladding to be removed. New
insulation to be applied over timber frame.

removed as per the structural engineers
recommendation. Timber frame
reintroduced and insulated and overclad
in timber cladding to match above.
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d&aﬁ\ New opening between cart-shed and E high level wind I
// d ﬁO ol stable elements. Existing cut wall studs Xg high level window currently
— 9109 shortened with new lintel to allow boarded over reinstated
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